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• Assembly on tubular chassis with monoblock

coupling and anti-vibration dampers.
• 4 stroke - air-cooled engines with on head

valves (G 2500 H side valves)
• low level oil monitor switch shuts off engine if

oil pressure drops (insufficient oil reserve)

6LQJOH#SKDVH#JHQVHWV
• synchronous, condensor excited, brushless
• two single phase sockets
• thermal circuit breaker

7KUHH#SDVH#JHQVHWV
• synchronous generator, compound regulated
• 1 socket 3~ (220Vac or 380Vac)
• 1 auxiliary socket 1~.
• Single phase circuit breaker

• wheel set (except G2500 / 3000)

• operation on gas (Honda)

• emergency automatic start

• electric start (except G2500 / 3000)

• monitoring and protection panel, featuring
• voltmeter
• magnetothermical circuit breaker
• operation hour counter
• connection lamp (optional)

• as above with earth leakage control monitor
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MODEL POWER

3000rpm/50Hz
Power

3000rpm/60Hz ENGINE OUTPUT DIMENSIONS (mm) WEIGHT

kVA Watts KVA Watts MFG Model PS Vac width deapth hight kg
G 2500 H 2.2 2000 2.5 2300 Honda G 200 5 220 580 400 490 32

G 3000 H 2.5 2200 2.7 2600 Honda GX 160 5.5 220 580 400 420 36

G 3000 V 2.5 2200 2.7 2600 Vanguard 115432 5.5 220 580 400 420 39

G 5000 H 5 4000 5.5 4500 Honda GX 270 9 220 720 500 500 65

G 5000 V 5 4000 5.5 4500 Vanguard 185432 9 220 720 500 500 54

G 7000 H 7 5600 8.4 6800 Honda GX 390 13 220 720 500 500 80

G 10000 V 10 8000 12 10000 Vanguard 303400 16 220 900 520 500 140

G 12000 V 12 9600 14 11200 Vanguard 350400 18 220 900 520 500 140

G 5 Tf H 5 4000 6 4800 Honda GX 270 9 220/380 720 500 500 65

G 5 Tf V 5 4000 5.5 4400 Vanguard 185432 9 220/380 720 500 500 54

G 7 Tf H 7 5600 8.4 6800 Honda GX 390 13 220/380 720 500 500 80

G 10 Tf V 10 8000 12 10000 Vanguard 303400 16 220/380 900 520 500 140

G 12 Tf V 12 9600 14 11200 Vanguard 350400 18 220/380 900 520 500 140

G 12 Tf H 13 10000 15 12000 Honda GX 620 20 220/380 900 520 500 140

Output voltages refer to 3,000 rpm/50 Hz. For 60 Hz: PLEASE CONSULT.
The power levels indicated in this table are measured at 20°C and sea level.

Output drops 4% every 300 metres above sea level and every 6° C.
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