
#*HQVHWV# 2YHUYLHZ
POWER RATING ENGINE DIMENSIONS / mm Approx

MODEL 50 Hz 60 Hz STATIONARY SOUNDPROOFED Weight

PS-xxx KVA KW KVA KW MOTOR TYPE HP LENGHT WIDTH HEIGHT LENGHT WIDTH HEIGHT kg
L 4 4 3.2 - - Lombardini 15LD315 6.2 820 520 560 - - - 120
L 6 6 4.8 - - Lombardini 6LD435 8.7 820 520 560 - - - 150
L 8 8 6.4 - - Lombardini 7LD665 13.5 1030 520 670 - - - 195
L 10 10 8 - - Lombardini 7LD665 13.5 1030 520 670 - - - 195
R 8 8 6.4 - - Ruggerini MD150 13 1030 520 670 - - - 195
R 10 10 8 - - Ruggerini MD150 13 1030 520 670 - - - 195
L 15 15 12 - - Lombardini 9LD561.2 22.4 1100 600 820 - - - 330
L 20 20 16 - - Lombardini 9LD625.2 26.5 1100 600 820 - - - 380
L 30 30 24 - - Lombardini 11 LD625.3 35.3 1350 750 920 - - - 520
LW 10 10 8 - - Lombardini LDW602 14.2 1100 550 1000 - - - 200
LW 15 15 12 - - Lombardini LDW903 21 1250 650 1150 - - - 230
LW 20 20 16 - - Lombardini LDW1204 28.5 1360 650 1150 - - - 410
LW 25 25 20 - - Lombardini LDW1503 34 1360 650 1150 - - - 550
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LW30 33 264 - - Lombardini LDW2004 44.8 1500 800 1200 - - - 590

DL6 6 48 76 6 1 Lombardini 4LD820 9.1 1130 540 850 - - - 240
DL 10 10 8 13 10.4 Lombardini 9LD625.2 14 1150 540 850 - - - 370
DL 15 14 11.2 15.5 12.4 Lombardini 5LD825.2 19 1340 785 850 - - - 450
DD 12 12 9.6 14.4 11.5 Deutz Diter D302.2 15.6 1340 785 960 - - - 470
DD 15 14 11.2 17 13.6 Deutz Diter D303.2 17.3 1340 785 960 - - - 450
DD 22 23 18 29 23 Deutz F4L1011 29 1785 850 1370 - - - 640
DD 30 28.4 22 33 26.4 Deutz F3L912D 34 1760 850 1375 - - - 750
DD 40 38.7 31 45.5 36.4 Deutz F4L912D 46 2100 850 1460 - - - 840
DD 60 58 46.4 68 54.4 Deutz F6L912D 67 2400 850 1640 - - - 920
DLW5 5 4 5.8 4.6 Lombardini LDW602 6.8 1500 830 1260 1850 750 1310 300
DLW8 7.5 6 8.6 6.9 Lombardini LDW903 11 1500 830 1260 1850 750 1310 360
DLW 11 10.5 8.4 11.3 9.2 Lombardini LDW1204 15 1500 830 1260 1850 750 1310 400
DLW 15 14 11.2 15.3 12.2 Lombardini LDW1503 17 1500 830 1260 2000 800 1310 450
DLW 20 18 14.4 20.2 16.1 Lombardini LDW2004 25 1760 850 1370 2000 800 1310 500
DP 27 27 21 32 25.6 Perkins 3.154.2 33 1760 850 1370 2280 870 1380 740
DP 40 40 32 47 37.5 Perkins 4.236 51.5 2100 850 1460 2630 870 1380 880
DP 47 46 36.8 53 42.4 Perkins 1004G 58 2200 930 1575 2830 870 1635 890
DP 60 60 48 72 57.6 Perkins T4.236 72 2100 850 1460 2630 870 1380 920
DP 75 73 58.5 83 66 Perkins 1004TG 87 2200 930 1575 2830 980 1635 1150
DP 90 94 75.2 110 88 Perkins 1006TG1 A 115 2680 930 1575 3300 980 2000 1320
DP 100 103 82.4 122 97.5 Perkins 1006TG2A 126.6 2680 930 1575 3300 980 2000 1350
DDW25 25 20 32 25.6 Deutz F4M1011 32 1760 850 1370 2280 870 1380 740
DDW40 36 29 44 35.2 Deutz BF4M1011 46 2100 850 1460 2630 870 1380 880
DDW 60 56 45 58 46.4 Deutz BF4M1012E 69 2100 850 1460 2630 870 1380 920
DDW70 69 55 72 58 Deutz BF4M1012EC 86 2200 930 1575 2830 980 1635 1150
DDW 100 100 80 104 83 Deutz BF4M1013EC 125 2680 930 1575 3300 980 2000 1350
DV 115 113 90 114 91 Volvo TD610G 136 2600 915 1715 3390 1000 2120 1400
DV 150 150 120 142 114 Volvo TWD61 OG 180 2600 915 1715 3390 1000 2120 1500
DV 180 183 128 200 137 Volvo TWD710G 221 2850 1020 1785 3400 1200 2235 1700
DV 205 207 166 233 187 Volvo TD101 OG 248 2935 1020 1985 3500 1300 2415 2100
DV230 231 185 261 209 Volvo TWDlOlOG 277 3085 1060 2035 3800 1400 2525 2300
DV 275 275 220 288 230 Volvo TD1210G 325 3085 1060 1890 3800 1400 2525 2450
DV 300 301 241 316 253 Volvo TWD1210G 365 3085 1060 1890 3800 1400 2525 2520
DV325 325 260 345 276 Volvo TWD1211G 392 3085 1060 1890 3800 1400 2525 2750
DV 375 375 300 406 325 Volvo TAD1230G 438 3385 1090 2017 3800 1400 2525 3200
DV 410 410 329 455 364 Volvo TWD1630G 488 3385 1090 2017 5000 1550 2450 3300
DV460 463 370 511 409 Volvo TAD1630G 554 3765 1130 2090 5000 1550 2450 3450
DV505 505 404 569 455 Volvo TAD1631G 584 3765 1130 2090 5000 1550 2450 3550
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All gensets are available as mobile versions.

ATTENTION! Power ratings indicated are at 20° C and at sea Ievel. For other conditions, power levels and options please consult us.


